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3aa eLeD® CPo tS
LED FLashLight For ZonE 1 / 21

State-of-the-art high-enD teChnoLogy 
PaCkeD into an inCreDibLy SMaLL anD 
Lightweight fLaShLight.

The 3AA eLED® with high-end intrinsically safe LED techno-

logy is a step above standard LED torches. The 3AA eLED® 

flashlight is equipped with special eLEDs® and also features 

revolutionary CPO and TRS technology. 

The light from the LED is focused and concentrated onto a 

reflector via a mirror in the optics. This offers a significant ad-

vantage in terms of light efficiency provided by the CPO (Com-

pound Path Optics).

An electronic system keeps the light intensity at a constant 

level and ensures a white beam of light is maintained throug-

hout the operational time.

The TRS (Thermal Recovery System) improves the battery ef-

ficiency of the torch by reclaiming energy lost through heat 

and redirecting it to the battery. This means that the light 

output of the eLED® can remain at the maximum level for a 

prolonged period of time while extending the battery life by 

up to 10%. 

A rubberised switch means the flashlight can also be opera-

ted easily when wearing gloves.

featUreS

• Zone 1 / 21

• Just 150 g including batteries

• TRS and CPO technology

• IP67

• Dust and waterproof (up to 3 m)

• Corrosion-resistant

• Pressure equalisation system
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high-EnD 
LED-tEChnoLogy

teChniCaL Data

ambient temperature -20 °C ... +40 °C 

Storage temperature -40 °C ... +50 °C

Power supply 3 x LR06 / AA (type-tested)

bulb 2 W power LED

Luminosity
approx. 2,000 lux (at a distance 
of 1 m)

Luminous flux 110 lumens

operating time 6-8 hrs (continuous operation)

Dimensions approx. 134 x 41 x 35 mm

weight approx. 150 g (with batteries)

iP protection class IP67

eSD protection Antistatic housing 

Ce-designation CE 0102

SCoPe of DeLivery

• 3AA eLED® CPO TS

• Batteries

• User manual

• EC Declaration of Conformity
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Find your ecom partners close to you - www.ecom-ex.com

eMea

germany (headquarters) 1

ecom instruments Gmbh
Industriestraße 2
97959 Assamstadt
Phone +49 62 94 42 24-0
Fax +49 62 94 42 24-100
sales@ecom-ex.com
1 also covering Austria

ecom Benelux 2

ecom instruments BV
Watertoren 45c
3247 CL Dirksland, netherlands
Phone +31 1 87 60 59 16
Fax +31 1 87 60 33 47
info.nl@ecom-ex.com
2 also covering Belgium and 
  Luxembourg

france 3

ecom nied sarl
4 Rue Ettore Bugatti 
67201 Eckbolsheim
Phone +33 3 88 76 46 84
Fax +33 3 88 76 02 85
info.fr@ecom-ex.com
3  also covering Algeria, Egypt, 
  morocco, Tunesia and Libya

italy
ecom instruments srl
Via Gandhi, 15 Galleria
20017 Rho (mI) 
Phone +39 02 93 90 92 16
Fax +39 02 93 90 62 97
info.it@ecom-ex.com

americas

USa headquarters
ecom instruments Inc.
1779 Westborough Drive, Suite 102
Katy, Texas 77449
Phone +1 281 496 59 30
Fax +1 281 496 23 21
info.us@ecom-ex.com

asia

South east asia
ecom instruments (SEA) Pte Ltd.
12 Arumugam Road
#05-11 Lion Building B
Singapore 409958
Phone +65 61 00 33 29
Fax +65 63 99 33 29
info.sg@ecom-ex.com

Switzerland 
ecom instruments Gmbh 
merkurstraße 2 
6210 Sursee
Phone +41 4 19 21 60 00 
Fax +41 4 19 22 00 08 
info.ch@ecom-ex.com

United kingdom
ecom instruments ltd
A310, The Wilton Centre,
Redcar, TS10 4RF,
United Kingdom
Phone +44 1642 46 54 00
Fax +44 1642 46 54 02
info.uk@ecom-ex.com

nordics
ecom instruments GmbH
Postbox 304
2970 Hørsholm
Denmark
Phone +45 28 252 575
info.nordics@ecom-ex.com

Middle east 
ecom instruments fze
P.O. Box 8918
Saif-Zone, Sharjah, UAE
Phone +971 6 5 57 34 30
Fax +971 6 5 57 34 31
info.uae@ecom-ex.com
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